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BELHERR® MDEC SERIES
BELHERR:

2-STROKE CROSSHEAD ENGINE LUBRICANTS

* DESCRIPTION TYPICAL CHARACTERISTICS

BELHERR® MDEC 50 oils are
premium-quality lubricants for cylinders in

BELHERR ® MDEC SERIES

low-speed crosshead diesel engines used in BELHERR ® MDEC

marine applications. They are formulated for Property festiethod MDEC 50

engines Operating on Very Low Sulfur Fuel SAE Grade SAE J 300 50

%”Lé\I/:'-OSFO) and Ultra Low Sulfur Fuel Oil Specific Gravity @ 20/4°C ASTM D 1298 0.907

( ) Flash Point, °C (°F) ASTM D 92 >251 (484)
Kinematic Viscosity @ 40°C (104°F), cSt ASTM D 445 217

* BENEF'TS / PROPERT'ES Kinematic Viscosity @ 100°C (212°F), ¢St ASTM D 445 20

Viscosity Index ASTM D 2270 98
* Engine cleanliness. TBN, mg KOH/g ASTM D 2896 40
* Protection against wear and corrosion. Pour Point, °C (°F) ASTM D 97 <-22 (-8)

* Low oil consumption.

* Additive package containing rust inhibitors
and anti-foam agents.

* Excellent acid neutralization before acids
reach cylinder walls, preventing corrosion AVAILABLE IN
and premature wear.

Pail: 19 L Drum: 208 L
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Tote: 1,040 L
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